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User Manual(sk-111)

rance Description

Note: the picture is only for reference, the appearance is subject
to the material subject
1. Power switch/recording switch
2 . Volume down/ recording and MP3 music switch key,
recording mode switch key.
3 . Volume up/next song, lighting lamp key.
4. TF card holder
5. Earphone hole /USB
6. Operation indicator light
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7 . Microphone head hole

8. Lighting lamp

9. Resetkey

10. Backclip

11 . Magnet-attached position

IL Instruction for use

1 Power switch:

@In the case of not inserting earphone, pulling the power switch to the
"on" position will start recording. When the red indicator lamp keeps on,
and purple light flashes for three times and then automatically
extinguishes, the machine will start recording.

@In the case of inserting earphone, pull the power switch to the "on
position, the machine will play recorded files or MP3 music files. At this
time, the blue indicator light keeps blinking.

(@Turn the power switch to the "OFF" position, the red indicator light will
keep on for longer time, and then all the operations terminate, the power
supply is disconnected.

2 (Multifunctional key) volume down/ recording and MP3 music mode
switch key, recording mode switch:

(DRecording mode switch: in power-on mode without the earphone being
plugged in the machine, if the default bit rate is set to be 64Kbps, the
purple indicator light will flash for 3 seconds to start recording. If the bit
rate is set to be 512Kbps, long press "-" key for three seconds, the red
and blue lights will alternate flashing for 6 seconds to start recording.
(The default recording mode is 64Kbps, and operate as instructed above

ifthe 512Kbps bit rate is needed)
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@In the case of plugging in earphone, short pressing "-" key will switch
recorded files with MP3 music files, while long pressing "-" key will turn
down volume.

3 Volume up/next song:

@In power-on mode without the earphone being plugged in the machine,
short pressing "+" key can view current recording state and recording
mode. Long pressing the "+" key will turn on the lighting lamp, and long
pressing the "+" key again will turn it off. (Lighting lamp function only
works in recording mode, and cannot be started in playing mode)

@lIn the case of inserting earphone in the machine, short pressing "-" key
can play the next song, and longing pressing "-" key turn up volume.
4.TF card holder:

{@Playing: in the case of finishing playing all files stored in the built-in
memory, the machine will automatically switch to play the files stored in
the TF card if the machine is installed with TF card.

(@Recording: in the case of the recorded files exceed the built-in
memory,

the files will be automatically stored in the TF card and the recording will
be resumed if the machine is installed with TF card

5. Earphone hole /USB

@In powder-on mode, the product starts to record if the earphone is not
plugged in, and play voice files or MP3 music files if the earphone is
plugged in.

@lInsert one end of USB cable into USB port, and the other end to
computer's USB interface. Please remove removable disk to prevent
dataloss.

6 Operation indicator light

(1) Recording mode: if the purple indicator light flashes for 3 seconds
and then automatically extinguishes, it means the recording mode is
activated.

(2) Playing mode: if the red indicator light keeps blinking, it means th
product plays MP3 music files, if blue indicator light keeps flashing, it
suggests the product plays voice files.

(3) During charging, the red indicator light will blink, when the batter
power is full, the blue indicator keeps on and the red indicator light
extinguishes.

(4) The battery power is low: when the electricity is only 1% left, ther
light will blink once in one second to indicate low powder, and then th:
files will be automatically saved and the product shuts?down when th
electricity runs out of.

(5) Recording mode: when short pressing "+" key, indicator light will
indicate current recording mode and recording dynamic.

(6) Power status checking: pressing "-" and "+" keys at the same time
can view current power status.

When the electricity left is 0%, the red light blinks rapidly; When the
electricity leftis between 0% with 25%, the red light flashes once per
second; When the electricity left is between 25% and 50%, the red lig
flashes for 2 times; when the electricity left is between 50% and 75%,
the red light flashes for 3 times; when the electricity is between 75%
and 100%, the red light blinks for 4 times.

7.Microphone head hole

8 .Lighting lamp
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9. Reset key
Short pressing the reset key with something long and sharp will restart
the machine.

10. Back clip

The machine can be clipped to the belt or backpack, easy to carry and
operate.

11 .Magnet-installed position

When using magnetic function, the back clip should be removed at first,
and then the machine will attach to something with metal surface, such
as refrigerator, air conditioner, computer, safe, table and car.
1IL.Synchronizing the time between computer and the recording pen:

1. Connect the recorder to USB interface, and make sure that the
computer is connected to this USB alone.
2.Selectand enterinto “Settime” file. | _J se

~ |
3.Double click }?“"‘ i and then click ‘ |

to synchronize the time of recording pen with that of the computer, the
newly recorded files will display accurate time same with that displyed
on the computer.

4. If errors occur, please remove the recording pen, and check other
USB devices, and then plug in the recording pen, and wait for 5 seconds
to repeat the above operation.

Note: some computer antivirus software will indicate as virus, please

V) SeBigithecscderTa g ot virus, and
QP e

antivirus software give false alarm. Contact after-sales service

note tha

personnel
if you delete the files by mistakes.
If the security guard prompts to stop operation, please select “allow”
option
Remarks:
When the machine shuts down due to low power, the time will be reset,
please connect it to the computer to reset the time.
Itis recommended to copy the files on the desktop, so as to prevent
those stored in recording file from deleting by mistake.
Disclaimer of liability:
As the product have high-quality recording effect and clear sound quality
with the most advanced configuration, so the recording file occupy large
memory, please check the space left through the computer! And delete or
expand memory (by installing TF) in time.
This product uses flash-memory chips to store its data, please save
the necessary data in the computer or other reliable storage equipment
in time. Our company is not responsible for any loss of information.
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IV. Charging the battery

When charging the machine, the power switch must besetat “On”
position, otherwise the machine cannot be charged. Insert one end of
USB cable into USB port, and the other end to computer's USB interface,
the charging time is about 6 hours. When the battery is fully charged, the
bars of battery icon will be illuminated.
V. Formatting memory

(It will delete all data in the disk and restore the machine to default
setting! please be careful in dealing with important documents!)

1. Format processing, plug the recording pen into the USB interface of
computer, to enter into "USB" connection mode, and format the memory
of the recording pen. (Note: as for computer with WINDOW2000 version
or above, "FAT32" low-level formatting shall be selected.)

2. The operation of formatting the memory of the recording pen in
computer configured with any system is same with that of formatting hard
disk and floppy disk (by selecting "removable disk" to format)

Technical speciiication parameter

Maximum recording file number

Product specifications 8GB 16GB 32GB
) 7 About 34 About 69 About 136
512K bit rate
Recording hours hours hours
time . About280 | About560 | About 1120
baKbitrate hours hours hours
999in total

Recommended usage environment

Form minus 5 to 40 degree Celsius

Signal to noise ratio

Audio playing frequency From 8KHZ to 48KHZ
response range
Recording distortion 0.03%

>80db

Compatible music format and
flow rate

Lossless APE/FLAC/MP3/WMA/WAV, etc.

Battery

3.7V/3200MAA lithium battery

Compatible TF card

1GB-32GB (optional)

Memory

8GB-64GB (optional)

USB communication standard

USB 2.0 standard

Weight Around 829
Size 75*40*23MM
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